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SUDAFLEX (€ RoHS UL94-V2

SFPE Polyethylene (PE) Flexible
Conduit

Technical Details

+ Material: Folyethylens (PE]

* Protection Degree: IPGE

+ Color: Black & Grey

* Temperature Range:  -50°C -~ BO*C Short Term 100°C
» Flame Retardant: ULS4 W2

+ Properties:
Ol resistant flexible low rigidity.glossy suface, free of
halogen, phosphor and cadmium (RoHS)

+ Applications:
Machine building, slectric eguipment, electric control
cupboard, carwirse harness

Part Code 10 frmim) o0 fmm) Ststr frmm] Dymur () Aol Length fmir}
SFPE-Ho £5305 T 15 33 oo
SFPE- 13X =5 205 = 20 I 55 o
SFPE-16x | 12 205 . 5.5 - 25 - 55 10
“SFPE-IEX . 3 =05 . 185 . 35 - €5 55
SFPE-ZIx 17205 . 2LZ &0 . 75 30
SFPE-25x% Zt 205 . 255 2 - B5 50
SFPE-23xX 23 205 . 285 55 - 100 50
SFPE-3ix 26 05 . IS 0 b 25
SFPE-34x 25 305 . Is5 55 120 25
EFPE&2 . 36 05 . H25 i a5 : 150 25
SFPE-Z4x %505 . 545 B0 130 25

¥ denotes the color. Black(B) Grey(G)
Orangelo) Color is also available on request.
Slit Version also available with Part Code SFPEY



SUDAFLEX

Fart Code 10 frram) O frmmn)
SFPP-10x 55 +05 10
SFPP-13x S5 405 . =
SFPP-I6Y 12 205 158
SFEPP3ax 143 205 =5
SFPP-ZiX 17 05 . 212
=FPE-25x 21 05 55
SFPP-28x . 23 05 . 55
SFPP-Shd 26 #035 . s
SFEP-Z&x 15 +05 . 355
SFPP-52x 36 0.5 435
SFPP-54x 4505 . 555

% denotes the color. Black(B) Grey[G)

Orangelo) Color is also available on reguest.

(€ RoHS UL94-V2

SFPP Polypropylene (PP)
Flexible Conduit

Technical Details

* Materizl: Folyoropylenes [FF)

* Protection Degree: IPGE

+ Color: Black & Grey

» Temperature Range: 407 ~MIEC Short Term 120°C
+ Flame Retardant: ULS4 W2

+ Properties:
Ol resistant
Excellent chiemical resisiance 1o acids, alkalies &
COMrosIon
High mechanical strength
Dim Surface
Free of halogen, phosphur & cadium (RoHS)
+ Applications:
Machine bujlding, chernical equiprment

Statr fmmj Dymr fmen]) Roll Length fmirg
15 35 100
70 - 55 100
25 - 55 100

oon
il
8 8

S0 7a

£2 &5 =0
£5 00 30
50 - o 25
55 20 25
65 - 150 25
BD - 130 25

Slit Version also available with Part Code SFPP Y



SUDAFLEX (€ RoHS UL94-V2

SFPA Nylon (PA6) Flexible
Conduit

Technical Details

AR
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+ Material: Folyamide & (PAS)

* Protection Degree: IPGE

+ Color: Black & Grey

* Temperature Range:  -£0°C ~T715°C Short Term 120°C
» Flame Retardant: ULS4 W2

+ Properties:
Flexible & excellant tenacity
Clossy Surface, Wind Resistant
Resistant fo oil, acid & solvents
High Mechanical 5trength, anti friction
LY resistant, Self extingushing
Free of Halogen, Pheosphur & Cadium [RoHE)

» Applications

Machine Tool, Mechanical Building, Electric Insulation
FProtection

Underground, Electric Vehicle

Part Oode 163 fmvrn) o0 (mmj) StaLr fmm) Dyrr foren) Rofl Length fmir}
SFPA-DC 6.5 H0.5 0 15 35 0o
SFRA-13X B85 HS5 13 20 =i 100
SFPA-TEX 2 205 . 5.8 5 a5 H0
SFPA-IBX X 205 . B5 25 &3 =0
SFP&-ZTx 17 205 212 40 75 50
SFPA-25x 21 305 255 o3 . 85 =0
SFPA-2Bx 23 4Hp5 285 =5 - 100 sb
SFPA-IIX 26 #05 ns 50 1o 25
SFPA-345X | 23 .5 . 355 55 - e 25
SFPA-F2X [ 35 05 . S35 a5 - 150 25
SFPA-55X 48 f05 5.5 = - 120 25

¥ denotes the color. Black(B) Grey[G)
Orange{o) Color is also available on request.
Slit Version alsc available with Part Code SFPRAY



SUBAFLEX (€ RoHS UL94-VO

SFPA-VO Nylon (PA6-V0)
Flexible Conduit

Technical Details

+ Material: Folyamide & (PAS)

* Protection Degree: IPGE

+ Color: Black & Grey

» Temperature Range:  -40°C ~130°%C Short Term 150°C
» Flame Retardant: ULS4 WO

+ Properties:
Soft & tough, Friction & Twist resistant
Clossy Surface, Wind Resistant
Resistant fo oil, acid & solvents
High Mechanical Strength
LY resistant, Self extingushing
Free of Halogen, Pheosphur & Cadium [RoHE)
» Applications
Machine Tool, Mechanical Building, Electric Insulation
Protection

Underground, Electric Vehicle

Part Oode 163 frmvrn) oD (mmj StaLr fmm) Dyrr foren) Rofl Length fmir}
SFPA VD700 6.5 H0.5 0 15 35 0o
SEPA VO-13X 35 DS = 20 55 J000
SFPA VID-H5x 2 205 . 5.8 5 a5 H0
SFPA VO-TEX X 205 . B5 25 &3 =0
SFPAVO-ZIx 17 205 212 40 75 50
SFPANVD-25X 21 305 255 o3 . 85 =0
SFPAND-2EX 23 4Hp5 285 =5 - 100 sb
SFRANVD-EIx 26 #05 ns 50 1o 25
SFRA WD -F5x | 23 .5 . 355 55 - e 25
SFPA VD 32X [ 35 05 . S35 a5 - 150 25
SFPA VD-54% 48 f05 5.5 80 - 120 25

¥ denotes the color. Black(B) Grey[G)
Orange{o) Color is also available on request.
Slit Version alsc available with Part Code SFPAVD Y



SUDAFLEX (€ RoHS UL94-V2

SFPAK Nylon (PA6) Course
Profile Flexible Conduit

Technical Details

+ Material: Folyamide & (PAS)

* Protection Degree: IPGE

+ Color: Black & Grey

* Temperature Range:  -£0°C ~T715°C Short Term 120°C
» Flame Retardant: ULS4 W2

+ Properties:

Soft & tough, Friction & Twist resistant

Clossy Surface, Wind Resistant

Resistant fo oil, acid & solvents

Maore unifoerm force than fine pitch

High Impact & Mechanical Strength

Strong bending abiliby, UV resistant

Free of Halogen, Phosphur & Cadium [RoHS)
*» Applications:

Mechanical Building Heavy equipment

Underground, electric hicle building etc.

Part Code 10 {rrvm] oD fmm) StaLr {mmj Dymur fmm]) Rofl Length fmir}
SEPAK-ZIX 157 £05 212 40 75 50
SFPAK-ZEX 22 205 . 285 50 - 100 =0
SFRAH-34x 28 05 . 345 55 - 1z0 25
SFRAK-FZx 35 05 . 425 50 - 150 25
SFPAK-54% 472405 5455 100 130 2s

¥ denotes the color. Black(B) Grey[G)
Orangelo) Color is also available on request.
Slit Version also available with Part Code SFRPAK Y



SUDAFLEX

Part Code

SFP&ATZ-100

SFPATZ-EEX

SFRALZ-16X

SFPALZ-TEx

SFPATZ-ZRx

SFPAIZ-25x

SFPAIZ-23X

SEPATZ-IX

SFPAIZ-35X

SFPAIZ-522x

SFPAIZ-59%

¥ denoctes the color. Black(B) Gray|G)

1D frmimy
6.5 0.5
25 205
2 205
¥ 3 205
17 205
21 An5S
23 205
26 285
23 305
3G 205

48305

00 {mmj

155
185

2z

545

Orangelo) Color is also availakble on request.
slit Version also available with Part Code SFPAIZ Y

(€ RoHS UL94-V2

SFPAI2 Nylon (PA12) Flexible

Conduit

Technical Details

*+ Material:

* Protection Degree:
+ Color:

* Temperature Rangs:
» Flame Retardant:

+ Properties:

Folyamide 12 (P12

Clossy Surface, Wind Resistant
Resistant fo oil, acid & solvents

High Mechanical Strength, anti friction
LY resistant, Self extingushing

Fres of Halogen, Phosphur &C

+ Applications:

I
f

Ly (mmj

15

53

45
S5

=1

Dy fm )
35

45

75
a5
100
T
120
150

120

-

dium (RaHS)

dechanical building, heavy eguipment, electric
actony, underground eleciric vehicle building etc.

Aol Length fmitr}

100
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é

&

&

&
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i
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SUDAFLEX (€ RoHS UL94-V2

SFPEJ Polyethylene (PE) Jumbo
Flexible Conduit

Technical Details

+ Material: Folyamide [PE)
* Protection Degree: IPEE
+ Color: Black & Grey
* Temperature Range:  -50°C -~ BO°C Short Term 100°C
» Flame Retardant: ULS4 W2
Part Code 15 frmm) oD frmmj) Bending Radius (mmj Dymr {rmen) Roll Langth jrmr}
SFPEI-87x 53.6 05 676 =0 270 §ie
SFPEJ-B0u 88 #03 . =] Bl - 350 0
SFPEI-106E . 92 05 . 106 . 225 - S0 0o

x denotes the color. Black(B) Grey{G)



SUPAFLEX (€ RoHS UL94&-V2

SFPAJ Polyamide (PA6) Jumbo
Flexible Conduit

Technical Details

‘ « Material : Folyamide [(PAG)
* Protection Degree: IPcH
» Color: Black & Gray
* Temperature Range:  -20°C ~T15°C Short Term 150°C
* Flame Retardant: ULSs W2

Free of Halogen, phesphor & Cadium (RoHS)

IR

Part Code 10 frrmi) oD {mmij] Bending Radius fmm] DyTer frmimj Roll L ength fmir
EFPAT-BTX 536205 Ll ] =0 270 0
SFPAT-EB0xK &3 05 S0 T 350 30
SFPAT-TOGN 92 +0.5 e 225 S5 0

¥ denotes the color. Black(B) Gray(G])



SUPAFLEX

C€ RoHS UL94-V2

SFPAJI2 Polyamide 12 (PA12)
Jumbo Flexible Conduit

Technical Details

+ Material : Polyarmide 12 [PATZ)

* Protection Degree: [PEE

* Color: Black & Grey

* Temperature Range:  -S0°C ~100%C Short Term 152°C
* Flame Retardant : ULS4 W2

Free of Halogen, phosphor & Cadium (RoHS)

IRTTERTONNT o

Fart Code I i} O frmim) Bending Radius fmm]) Dyn.r fmm] Roll Lemgth frmtr)
SFPATIZ-E7x 556205 675 =0 70 10
SFPATIZ-B0x 68 305 &0 170 350 10
SFPATIZ-I06EX 52 05 106 225 450 0

x denotes the color. Black(B) Grey(G)



SUDAFLEX (€ RoHS UL94-V2

SFPAT Polyamide (PA6&) Double
Slit Flexible Conduit

Technical Details

= Materizl: Folyamide 6 (PAG)

* Color: Black & Cray

* Temperature Range:  -20°C ~T15%C Shaort Term 150°C
* Flame Retardant: ULB4 2

» Properties:

Anti friction, stable chermical property
Cood bending slasticity
Free of Halogen, phosphor & Cadium [RoHS)

Part code o fmmj} oo fmm) Bending Redius (mm) roll Length fmid
SFPAT-ICO 92 +05 = L28) 54
EFPAT-TZx 125 205 158 B0 50
SFPAT-20= 196 205 2.7 95 50
SFPAT-23x 24 205 325 ns 50
SFPAT-37X 35 205 T . 150 . 25
SFPAT-55x 3.2 105 357 =0 . 25

% denotes the color. Black({B} Grey{G)



SUPAFLEX (€ RoHS UL94-V2

SFPPT Polypropylene (PP)
Double Slit Flexible Conduit

Technical Details

* Materizl: Folyoropylenes [FF)
* Color: Black & Cray

« Temperature Range:  -20°C ~TI0FC

* Flame Retardant: ULS4S V2

» Properties:
Anti friction, stable chermical property
Good bending elasticiy
Free of Halogen, phosphor & Cadium [RoHS]

Part Code & i} oo fmmj) Bending Redius {mm) rofl Length fmer
SFPPT-IOT AZ 05 T4 L28) 50
EFPPT-12x 125 205 158 B0 . 5
SFPPT-20= 196 05 2.7 95 S
SFPPT-23x 2% 0.5 325 j15] S0
SFPPT-37x 35 205 T . 150 25
SFPPT-45% 4£322 105 357 =0 25

¥ denotes the color. Black(B) Grey{G)



SUDAFLEX (€ RoHS UL94-V2

Straight Connector - Metric
Thread

Technical Details

] * Material : Polyamide & (PAE)
t 71 T} * Protection Degree: IP&S
bt £ | | » Color: Black & Gray
4| | | * Thread: rMetric
-"*E * Temperature Range : Min-40°C miax100°C
-,-1 L short-term120°C
&h_‘l_ !« Flame Retardant: UL94V2
| "% | + Self Extinguishing

* Free of Halogen, Phosphur & Cadium
(RoHS)

BOQI0-MIZe MIZHLS ADIO.O 2 12 7 17 33 55 35
EGOI3-MIZe Mz . ADEO ) ¥ - ¢ . 7 20 . 37 . 15 a7
BGQI3-MIEK M8 S ADIZQ 16 12 0 20 37 = 37
BCQIS-M16X MIENLS ADIS.E 5 - 12 ns = I5s i B 3ms
BGOIS- M0 h4Z00T.S ADIS.S 20 12 12 23 355 2 355
BCQIE-M20x 2015 ADES 20 i 153 26 47 24 #2
BOQZ-M20u% MZO0E5 ADNZ 20 i3 155 255 &5 27 45
BOQ21- 125y FAZSH1S ADFZ 25 1= 7 85 55 . 7 W
BCQ2s-M25x M25215 ADISS 25 3 05 35 265 = 265
BGOQZE-M25x PAZ5HT5 . ADZES 25 3 205 a7 &7 34 £7
BCQ2E-M32x MZZ215 ADZES 7] = . == 37 57 34 47
BOQS-ME2x ME2H15 ADIS 33 5 26 5 5 7 37
BCQI5-M32x MIZHL5 AD345 2 5 26 44 51 %0 =7
BoO3S-M40x Pz o S ADZSS a0 15 285 &4 51 40 3
BOQS2-M40x bSO . apszs &0 - 15 3z sz 54 =0 54
BOQS2-M50n MS0ELS ADSZS =0 - 15 65 5z 54 50 55
BCQ54S-MS0K Msms  ADSS =0 - 18 = &4 55 &0 55
BOQS4-MEIR MEINLS ADS55 &z b= %8 6% z= &0 ES

% denotes the color. Black(B) Grey(G)



SUDAFLEX (€ RoHS UL94-V2

Straight Connector - PG Thread

Technical Details

* Material : Folyamide & [PAG)
+ Protection Degree: |PEE

* Color: Black & Gray

* Thread: B

* Temperature Range : Min-40°C miax100°C
short-terrm120°C

* Flame Retardant: LLes V2
+ Self Extinguishing

* Free of Halogen, Phosphur & Cadium

(RoHS)
o Thresd OD Theesd o [r s [ 3] oW -
i inig R | | s s {mm) vt | e | ed | e || e

BCOQI0-PCTR BC7 ADAOD 125 12 7 17 35 55 100
BEHAS-PGE . PCS . ADIRO 1532 - T2 . 10 20 . 37 . 18 OO
BGOI5-PGTIX PCT AAS5 18.6 12 T2 25 5 1 100
BGONE-PGT35X PGEII- ADTES 20.% - = %35 26 =2 2% oo
BCOZ1-PGIE.5x PCIZS ADIZ 204 = 155 23,5 &5 7 pluls]
BCOE-PGIGL PCIE ADRNZ 225 13, 17 95 &5 27 50
BEG{R25-POXIX PiG21 ADZSS 283 i= 3 Is L85 4 | 50
B-GQZ&PGZK Po2Y ADFE S Z2B3 15 235 7 &7 I5 50
BGQ3-PGE5K PGZ9 ADZS 37 i =1 26 41 5 . 37 25
BGOFE-PGEoK . PGZ9 . SAD3E 5 7 - 15 . 30 - . 7! . <0 25
BGOSI-PCI6x PZEG ADS2 5 =7 i = B85 52 = 50 10
EQQE‘:—PG#&X FZ4E ADSLES 597 =1 =] g5 55 &0 i {n]

¥ denotes the color. Black(B) Grey[G)



SUDAFLEX (€ RoHS UL94-V2

Straight Connector - Gas (G)
Thread

Technical Details

* Material : Polyamide & [PAE)
+ Protection Degree: |PEE

* Color: Black & Gray

.| * Thread: Gas Q)

* Temperature Range : Min-40°C miax100°C
short-terrm120°C

* Flame Retardant: LLes V2
+ Self Extinguishing

* Free of Halogen, Phosphur & Cadium

I[H{:I-H S]

Part Code Thead  conduitse T eod Length i i L sw o Packing
{mrn) () {rnimj fmirn]) (wrench Siza} Lirut
BGOI0-GYsx Cifen ADIOD 7 7 17 35 =5 100
BGOIE-038x . G3a" . ADIZO 10 10 20 . 37 - I8 . 00
BOQIS-G3/8x G3/a" ADIS.S T2 12 23 395 21 100
BoOIS-Glf2x oy (o ADISE 125 25 = 395 2% 00
BCQa-GYf2x Gifa ADZ2 15 15 755 45 27 oo
BCg2s-Ca3l4x C3fg ADZSS. 1 1 3% $85 3 =0
BCO28-G3f4%x Cafs AD28S 0.5 0.5 37 57 35 50
BCQI-Cx L Ll ADIS 28 28 = 7 =
BOQI4-Glx o . AD3&S5 255 255 e = &0 25
BoS2-00 14 . G s . ADS2S 35 35 52 50 10
BiSQS4-G1 12 o1 . ADS%5 3 33 == 55 &0 o
BGQS5-G2x G24 ADS4S <5 <5 e 55 &0 jx

¥ denotes the color. Black(B) Grey[G)
NPT Thread also avaialble on request



SUDAFLEX (€ RoHS UL94-V2

Pull Resistant Connector -
Metric Thread

Technical Details

+ Material: Folyamide & (PAS)
* Protection Degree: iPe3

+ Color: Black & Grey

* Thread: Metric

* Temperature Range: Min-40%C maxloo®c
chort-termil20®C

* Flame Retardant: LL94 V2
» Self Extinguishing

* Free of Halogen, Phosphur & Cadium [(RoHS)

-
—
AD l AG
GL
Part Code Thread Conduit Size Theesd 0D [mm) AG Theead Length fmm) GL Paching Uit

WECIO-M122 pT1ZX1S A0 12 102 0o
WPCIS-MIZ2X MT2Z1LS ADIZD 12 1az oo
WPCII-MIGX . SRS . ADE0 6 . 122 . 100
WPCIS- e rMISxXES ADISS e 122 100
WPCIS-MM20x MZOXES ADISE 20 123 100
WPRCIS-MZ0% MZO¥LS ADVES 20 23 oo
WP CZT-M20x MZOXES ADI2 20 124 100
WPRCZI-MZ5x M25x15 ADA 3 25 1%z S0
WPC25-M25x M25X1.5 ADZ5.5 25 152 50
WPC2ZE-M25X MESN1S AD2ES 25 152 50
WP LIS~ MIEXTS ADTS 5 32 155 5
WPRCIZ-MS0n MMEOx1S ADZTLES &0 1545 0
WRCSZ-pAS0x S L ADS2 5 S0 =ty 10
WPCSZ-M50K MSOE1S ADS3 5 50 8= 10
WRCSS-MS0T . MSEXLS . ADS&S5 S 255 . 10
WPCSE-MEIx MEIXTS ADSS S aF 255 10

¥ denotes the Color = B (Black), G (Grey)



SUPDAFLEX

Part Code

WPRCI0-PCOFC

WP POIx

WPCIS-PGIX

WPCIE-PGISSx

WPRCI-PCIEE

WPLIE-PGEIX

WPCIS-PO2ax

WPCSZ-PU3EX

WPCSS-PG4ER

PGT

PG

PCIE

BPC2ES

P36

PG4

(€ RoHS UL94-V2

Pull Resistant Connector - PG
Thread

Technical Details

* Material: Folyamide & (PAS)

* Protection Degree: iPe3

+ Color; Black & Grey

» Thread: Fi

* Temperature Range: Min-40%C raxloofC
short-termi20%C

+ Flame Retardant: LIL94 W2

» Self Extinguishing

* Free of Halogen, Phosphur & Cadium [(RoHS)

p—
AD l AG
aL
Conduit Sire Thread 00 jmm) Thiresd Length {mimi) Pachking Unit
AD0 T&S 10z 100
ADIE0 =2 =z plale}
ADISE 186 23 oo
ADMES 2045 =3 00
ADEL2 225 j 50
ADZBS 283 T 50
AD3ISS o 155 a5
ADS2S 57 163 o
ADS545 3= 255 10

¥ denotes the Color = B (Black), G (Grey)



SUDAFLEX (€ RoHS UL94-V2

Straight Connector with Metal
Thread - Metric

Technical Details

+ Material ; Folyamide & [PAG)
with Mickle Plated
Brass Thread

* Protection Degree: PSS

» Color: Biack & Grey

* Thread: Metric

+ Temperature Range : Min-40°C maxioo~C
short-terrmi20~C

* Flams Retardant: LILS4 W2

« Self Extinguishing

* Frze of Halogen, Phosphur & Cadium

[RoHS)

* Properties: Excellent impact
resistance, high-intensive
thread connection

WO MTO-MT2 MIZZ1S ADICD 2 0o 7 17 A = o
WG M- MIZX . W21 5 . ADIS.O 1z - w2 . 7 20 . &0 . 22 100
WOCMIS-MIEx MIEX1S ADNZ.0 18 12 1o 20 %2 22 lels]
WOGMIS-MI6x MEEE1S . ADNSE 16 - 12 . 1o 23 435 25 W
WG MIS-P20 M20ES ADNSE 20 12 12 23 435 25 0o
WRCMIE-M20x M2OAS ADIES 20 12 155 26 £HS 26 0o
WS M- 20 MZOXLS ADZELZ 20 12 5 225 ) n 50
WOGMIT-M25x M25x15 ADINZ 25 = L= 235 50 3 50
WOGM2E-M25x M25x1.5 AD2BS 25 = ki 37 = 39 50
WIGMMZE- M2y MEZ S ADZSS 32 T 2325 37 L] 39 25
WOCMIS-MI2x M3ZZx1 5 AD3ISS 32 T= 2% ami 57 &5 25
WGS-S0 ME&OxAS . ADZES &0 17 . 28 % &0 . 5 30
WO MS2-p508 MEOLS ADSZS %0 7 32 52 a1 55 10
WOCMEZ- M0 MEOXTS . ADSI S 50 7 =65 2 & 35 10
WD S-S0 M50x1LS . ADS%S 50 7 . HL5 &4 63 70 ln}
WOICMS+MESK MEZX1S ADS%S 7 G &% L= 70 Ll

% denotes the color. Black(B) Grey(G)



SUPAFLEX (€ RoHS UL94-V2

Straight Connector with Metal
Thread - PG

Technical Details

* Material : Folyamide & (PAG)
with Mickle Plated
Brass Tnread

Protection Degree: [|FEE

Color: Elack & Gray

Thread: Bz

t & Temperature Range : Min-407C max100°C
short-terrm120°C

Flame Retardant: ULS4WZ

Self Extinguishing

* Free of Halogen, Phosphur & Cadium

(RoHS)

* Properties: Excellent impact
resistance, nigh-intensive
thread connection

WIGMIO-PGT RG7 ADI0.0 125 0 7 17 375 i 100
WOGMIS-PGIH Po3 ADZ.0 . 152 - 12 . 10 20 . 42 . = 100
WOQGHIS-PCTD PGTI ADIS.E 186 12 12 23 435 s 100
WQGHMIB-PGII S PGI35 ADIES 204 - 1= . 155 26 455 . 26 100
WIQOMZT-PCIER POIS ADZLZ 225 i3 6 255 50 k1| 50
WQOGHZE PG PC2l ADIES ¥a33 14 70 =i 53 33 50
WQCMIS-PC29x PG25 AD3ISS 37 14 75 45 57 48 25
VWIQGHMS2-PGI6X BG36 AD4ZS &7 17 365 52 &1 55 g1 ]
WQGMS4S-PG4EX PGS ADS4S 553 - 17 4B 64 &3 70 10

% denotes the color. Black(B) Grey{G)



SUDAFLEX (€ RoHS UL94-V2

Straight Connector - Metric
Female Thread

Technical Details

* Material : Folyamide & (PAG)
+ Protection Degree: |PEE

* Color: Black & Gray

* Thread: rMetric

* Temperature Range : Min-40°C miax100°C
short-terrm120°C

* Flame Retardant: LLes V2
+ Self Extinguishing

* Free of Halogen, Phosphur & Cadium
(RoHS)

MIGCE0-MTZC M5 ADNO.0 25 7 17 36 155 100
MCQI3-MIZx MTZX1S ADIZO 1= 10 20 385 w 100
G- M5 MBS AD1Z.0 =5 10 20 355 18 100
M- MTER MIBXES . ADISE 155 72 23 & . ] . 100
MG5-M20x P25 ADSE 125 12 23 e = 100
MGIE-M20x M20XL5 ADIES BS %5 26 43 % . 100
MGQ21-M20x MZOKES ADZ1LZ 145 17 95 &7 27 100
MGQR1-M25x . M25215 . aADaz 55 Lo = =7 - 7 . S50
MG25-M25% L e B AD255 15 ri] 3% 45 - 1] )
MCQZE-M23x MZSx15 ADZES 15 Z35 37 50 34 =0
MC2E-MIZx ME2x1 5 ADIES 16 35 37 50 35 25
MOQI-MI2% . MZI%1.5 . ADRS 17 26 =i 53 37 25
MGQES- T2 . MIZ%15 . AD3Z&S 17 30 = 55 53 25
MCQIE-ME0E RESOX1S ADZ%5 HE 30 B 55 50 10
MG 2 M0 MS0L5 . AD%Z 5 26 365 52 &5 50 o
MGH42- M50 MI0x1LS ADSZS 26 365 52 & S0 10
PAGISS- M50 PASONTS ADSSS | 285 - &5 = 585 &0 =]
MGQESE-MEST ME3x1S ADSSS ZRS 45 = 685 &0 o

¥ denotes the color. Black(B) Gray[G)



SUDAFLEX (€ RoHS UL94-V2

Straight Connector - Gas (G)
Female Thread

Technical Details

* Material : Folyamide & (PAG)
+ Protection Degree: |PEE

* Color: Black & Gray

* Thread: Gas Q)

* Temperature Range : Min-40°C miax100°C
short-terrm120°C

* Flame Retardant: LLes V2
+ Self Extinguishing

* Free of Halogen, Phosphur & Cadium
(RoHS)

MGOI0- O il ADWOD 125 7 17 36 155 100
MOOS-G3x . G3/aT . ADIZO B35 1o 20 . 385 - B . 100
MCQIS-G3/Ex G3/g" ADI5.8 35 12 ] & i 100
MGQIS-Gl/2x Gifa . ADISSE 35 T2 3 1 . 27 . jlsls]
MCOTE-C1 Gife ADNBS 35 145 26 43 24 100
MGQF-Clf2x G ADZ1Z 145 b 95 %7 27 50
MCQZT-CE%x c3isn ADZFLZ 145 17 95 &7 27 50
MGERS- G54 . a3fs . ADF55 15 21 T4 %5 - = S0
MGQ2E-G3 5 G35 ADZ85 15 235 37 50 4 5
MGG28-Gix G ADIES 15 235 37 50 34 25
MGO3T-CE G ADZ1S 7 26 £ 53 37 25
MOQES-Tix . e 1) . ADZSS 75 30 E 56 40 25
MCQ35-01 Vex . T . ADZ&S ¥I5 bt G . 56 - &0 25
MGIDSE2-0T 18 G115 AD%Z5 26 365 52 65 50 10
MCOS2-01 T Gl . AD4ZS 26 36.5 52 &5 50 0
MCGRS5-01 12 o i ADS55 285 - &4 685 =) 10
MCO55-52% 2" | ADS&S | 285 - 45 [ &E.5 &0 o

¥ denotes the color. Black(B) Grey[G)
NPT Thread also avaialble on request



SUDAFLEX (€ RoHS UL94-V2

Straight Connector - Metric
Female Metal Thread

Technical Details

* Material : Bolyamide & [PAG)
with Nickle Plated
Erass Trnread
Protection Degree: [|FEE
Color: Black & Cray
Thread: Metric
* Temperature Range : Min-40°C rmax100°C
short-terrm120°C
* Flame Retardant: UL94WZ
* Self Extinguishing
* Free of Halogen, Phosphur & Cadium
[RoHS)
* Properties: Excellent impact
resistance, nigh-intensive
thread connection

WQGMFID-112C MIZS ADNOD 0> 7 17 375 1B 100
WQCMFII-MiEx . MIEX1S . ADI30 T2 85 20 2 2 120
WOOCMPIS-M20x MZOXLS ADIS.E 1z 12 3 435 25 0o
WIROMFZI-M20x 1‘-120505_ ADZE T2 15 I35 %3 3 ! 50
WORSMPFZET-M25% M5 S ADZZ = & 235 50 E1] =0
WOOMPF2B-M25x M2SKS AD2B.5 = B 7 52 . 33 =0
WOCMPI4-MI2 . L3215 . ADI&S 5 25 a4 57 465 25
WOGMPES2-MS0x M&0x15 ADI S 7 32 52 a1 35 0
WOGMESS-M50x . MS0H1S . ADSS.5 7 33 . &% . g3 - 70 . 10
WOGMFPIS-MbESL MEIXIS ADSSS 17 S5 &% L) 7O 10

¥ denotes the color. Black(B) Grey|{G)



SUDAFLEX (€ RoHS UL94-V2

Straight Connector- PG Female
Metal Thread

Technical Details

* Maternial : Bolyamide 6 (PAS)
— with Nickle Plated
BErass Thread
* Protection Degree: [FEE
| » Coler: Black & Grey
J[E * Thread: B
| * Temperature Range : Min-40"C rmax100°C
| m short-term120°C

* Flame Retardant: UL94%2

* Self Extinguishing

* Free of Halogen, Phosphur & Cadium
(RoHS)

* Properties: Excellent impact
resistance, nigh-intensive
thread connection

WOOMFIO-PGT PGT ADIOG 0 7 17 375 B 100
WQOMFIE-PCox . =Tet) . ADIZO = 25 20 %2 = 100
WQGMFIS-PCTIX PGTT ADIS.E 1= 105 23 %35 25 100
WQGMFIE-PGIE 5% . PCI3S ADIES 12 125 26 285 26 I 00
WOCMFZI-PGI6R PGIE ADH2 13 155 35 50 = =0
WQOMFZE-PCZX PG ADIES 15 185 37 53 35 50
WG MF35-PO29% . PCZ9 . ADZES 1= 255 Fr 3 =7 &6 25
WIQGMFS2-POI6EX PCIE: AD4Z5 17 33 = &l 55 o
WQOGMFSS-POSSx . PG5S . ADSS5 20 | 45 . &4 72 70 . 10

¥ denotes the color. Black(B) Grey(G)



SUDAFLEX (€ RoHS UL94-V2

Elbow Connector - Metric
Thread

Technical Details

Material : Folyamide & [PAG)
Protection Degree: |PGEE

Coler : Black & Gray
Thread : Gas Q)

Temperature Range : Min-40°C miax100°C
short-terrm120°C

Flame Retardant: LLes V2
Self Extinguishing

* Free of Halogen, Phosphur & Cadium
(RoHS)

WICWID-M T2 MIZXLS ADIDO ns £5 17 34 50
WOWIS-M12x . MIZXLS ADIZ.0 ns B5 . 20 z8s 50
WOWTE-MI6X RENLS ADIZ.0 ns ™ 20 355 s0
WOWIS-M1Ex pENTS ADIEE 12 12z . = 235 50
WAIS-PA20x FAZ0XILS ADNSE 12 1% = 535 50
ICIVATT B - O MZONES ADNES 1= 1= 26 575 50
WAGWERI- M2 0 MZOX1S AD21Z 13 15 35 57.5 50
WGW2T-M25x M25x1.5 ADILZ 3 18 . 235 57.5 s
WIW2E-M25x M2SX1S ADZIES 3 =5 7 =3 75
WIGWEE-MI2x MEIIAS ADZES 15 =5 7 3 z5
WIOWIEG- M2 W3S ADZ%S 15 = a4 705 s
WIQW S5 M0 MMSTx1 S ADZES 15 b ¢ 5% 705 25
WS- ME T . M 0E1S AD&25 15 3= . 52 & 0
VWS- RAS O3 }AS0%1 5 ADEZ S 18 33 5z & 10
VWS- 850 PMS0%15 ADS45 16 &3 &5 = 10
WIOWSS-ME3X MESNLS ADS5S s 485 &5 = 10

¥ denotes the color. Black(B) Grey[G)



SUDAFLEX (€ RoHS UL94-V2

Elbow Connector - PG Thread

Technical Details

Material : Folyamide & [FAG)
Protection Degree: |PGEE

Color: Black & Gray
Thread : PG

Temperature Range : Min-40°C mia=100°C
short-terrm120°C

Flame Retardant : LL9s w2
Self Extinguishing

* Free of Halogen, Phosphur & Cadium

(RoHS)

Part code Thread conduit Size '-E"g"' #_fr'" ) v S Packing Unit
WOWID-PTTx PC7 ADI0.O ns 8.5 17 35 50
WiOWS-PGax . PC3 ADTE0 . ns 11! 20 S50
WOWNS-POTIX PG ADISE 1z T 23 %35 L ]

WWIE-PO1E3.5x . PCI3S AD1BS = 155 26 £75 50
WOWZT-POTEx PCE AD2 1= 18 295 515 50
WWIE-PC IR P2 ADIES = ns 37 53 25
WIOW3IS-PG23 P23 AD3%S5 15 3 e TOS 5
W EZ-PO3EK P36 ADS2S 15 52 =1 10
WOWSS-PGSEX PoSE ADS%S5 e 458.5 [ 51 o

¥ denotes the color. Black(B) Grey(G)



SUDAFLEX (€ RoHS UL94-V2

90° Bend Connector - Metric
Thread

Technical Details

* Material : Folyamide & (PAG)
+ Protection Degree: |PEE

"« Color: Black & Gray
* Thread: rMetric

* Temperature Range : Min-40°C miax100°C
short-terrm120°C

Flame Retardant: LLes V2
Self Extinguishing

Free of Halogen, Phosphur & Cadium
(RoHS)

& [rrem) @8 [mm) C frm} E fmm]) D frrvm) Pacidng Unit

ODODEID-MI2 MIZXLS ADIO0 &5 17 2 55 &0 50
ODDE3-MIER MIEXTS ADE0 a5 20 12 57 63 50
ODDEIS-MIEX MIEXLS ADIS.S 05 i 12 &5 &5 50
ODDETS-M20x MZORLS ADISE (i3 i v &3 &5 50
ODDBIS-M20% MZOELS ADGSS 1% 26 o 53 72 50
ODDEX-M20x MPO0XLS ADN2 T4 295 i 55 77 50
CODBI-M25x MISKES ADZ 175 295 B 55 77 50
CDDB2ZE-M25x MI2SXLS ADZES 1= 37 1 &8 53 20
CDDEZB-M32% MIZEX5 ADZSS 25 37 13 &8 33 20
CDDEI4-M3ZX M35 ADISS5 4 s, 15 78 Tz 20
CDDBEIS-MS0x . Ms0x1S ADZSS 305 e L= T8 m2 20
CDDBS2-MS0x MEORLS ADSZS 305 52 15 & TS 10
ODDB42-M50x M50x1.5 ADSZS 365 52 1 1] I TS 0

ODDB54-M5K . MS0x1 5 ADSES 35 5= 16 55 - =0 . 10
ODDBS4-ME3X . MEIXLS AD545 485 54 1% SE =0 . o

¥ denotes the color. Black(B) Grey(G)



SUDAFLEX (€ RoHS UL94-V2

90° Bend Connector - PG Thread

Technical Details

* Material : Folyamide & (PAG)

Protection Degree: [|FEE

Color: Black & Gray
Thread: B

* Temperature Range : Min-40°C max100°C
short-terml20°C

Flame Retardant: UL34%V2

| * Self Extinguishing

* Free of Halogen, Phosphur & Cadium
(RoHS)

B fmmn} C fmmj D (rrsm) Packdng Unit

ODDBEID-PCT7X PG7 A0N0.0 75 175 &5 B 165 50
CDBES-PGoxr PGS ADIZO k| 205 56 a2 188 30
CDODBEIS-PGNX PGT ADISE 155 = B05 T2 226 50
oDDENE-PCI3SK BPEI35 ALNSS s 28 o 12 25T 50
oDDBI-PCIEX . PCIG ADZNZ . 175 . 30 . 735 . 12 . 26 . 50
ODOBZE-PGETk P21 ADZES 23 37 BZ T2 - 275 25
oDDB3I4-PC25x PCZS ADZES 305 S 365 122 - 365 25
ODDB<2-P 36X PG36 A2 S 375 53 no ¥z LT 10
ODDESS-PGSEX PGSE ADS% S5 485 665 126 145 - %6 10

% denotes the color. Black(B) Grey[G)



SUDAFLEX (€ RoHS UL94-V2

90° Bend Connector - Gas (G)
Thread

Technical Details

* Material : Folyamide & (PAG)
+ Protection Degree: |PEE

* Color: Black & Gray

* Thread: B

* Temperature Range : Min-40°C miax100°C
short-terrm120°C

* Flame Retardant: LLes V2
+ Self Extinguishing

* Free of Halogen, Phosphur & Cadium

I[H{J-H S]

Part Code Thread Conduit Size Si{mm) & [mm) C {mmj} E fmm] O [mm] Packing Unit
ODDEI-C1%x L P00 ADD.O 65 17 ] &8 &0 50
ODDB-G3 5 ot ADTE.0 £ L 2a 12 57 o 50
ODDEBEIS-G3/8x c3fa" ADNS.S 105 = 12 53 &3 50
CODEIE-GIf 2 G2 ADNBS = 26 j &3 =3 72 50
ODDEZ-Gl2x oz ADZIZ = 255 = 55 77 50

DDDBIE-G3fax Lonti ADZES 18 37 ] &8 - 5 20
ODDEIS-CH . oM ADZ4 S . 24 o . 78 - 2 20
CDDBEZ-CTLSx o1 s ADS2 5 305 52 5 =1 s 10
ODDES4-GT 2 . crifa. ADSES 35 a4 16 IE - =0 10
85 b 96 - 127 10

ODDBES-CZH 2" ADESS 485

x denotes the color. Black(B) Grey{G)



SUPAFLEX (€ RoHS UL94-V2

Polyamide Conduit Coupler

Technical Details

+ Material : Polyamide 6 [PAEG)
* Protection Degree: [PEE
* Color: Black & Grey

* Temperature Range : Min-40°C max100°C
short-terrm20°C

* Flame Retardant: U242
» Self Extinguishing

* Free of Halogen, Phosphur & Cadium
(RoHS)
* Application: For the connection
between two sections of
tubing, very high tensile

strength
Pzt Code Conduit Sire @il frmmj EEN (rmm) e (rrm) o (mm} Packdng Unit
WQK-ADTON aDno 7 v 17 53 20
WOK-ADTIX I ADTE 0. . 20. - Z0 I 20
WH-ADNS B ADISE 72 = it 655 10
WIOHK-ADIS Sx | ADTRS 155 25 26 | TZ jli}
WQR-ADY 2% I ADZTZE 7 . 295 - 25 I 79 . 1o
W= 2S S . ADZESS 205 35 - 3% ~BES 10
WIRK-ADZS 50 ADZES 235 37 - 37 I 5% 1o
WOE-ADILSK . ADIS 268 . &1 - 1 a3 . o
WOK-ADISSx ADF%.5 30 55 5 32 o
WOK-AD4Z 5% I ADszs 365 sz - 5z 104 . E
WQK-ADSS 5K ADS%5 &5 &5 &5 TS 2

¥ denoctes the color. Black(B) Gray|G)



SUDAFLEX (€ RoHS UL94-V2

Polyamide Conduit Reducer

2= Technical Details

Material : Folyamide & (PAG)

Protection Degree: [|FEE

Color: Black & Gray

[
'
F i
L2

* Temperature Range : Min-40°C max100°C
J AL short-term120°C
Flame Retardant: UL34Ww2

Self Extinguishing

Free of Halogen, Phosphur & Cadium
[RoHS)

WIQCR-1Z.0A0.0 & ADIO ADS 17 7 50 10
WOGR-15.8/15.07 ADTS ABTS6 20 e 5a 10
WOQCR-Z2ZAZ0 F ADTE ADZZ 20 El 58 10
wooRDZhsa= ADNSE AD212 = 125 05 10
WQCR-ZES/ 50 = ADHS . ADZES . 20 . o Bl 0
WOCR-ZES158 = ADNSE ADZES b 1 =5 &0 10
WQCR-285/13 % ADNZ ADZES . 35 - 17 E55 10
WQCR-3&5/15.6% AOASE ADESS i 1Z5 BES 10
WOGR-34£ 52122 ADLZ ADZES 3.5 - 17 7o i)
WiQCR-IS52585S ADERS ADFES . 37 - =5 T 0
WIOCR-42.5355 % - ADZI4LS . ADSZS - e - {1 ] 75 . 10
WOCR-545fN32 = ADN2 . ADS5S 255 - 17 . &5 . 5
WIQOR-52 54252 ADEZS . ADSSS . 52 - 375 . 55 . 5

¥ denoctes the color. Black(B) Gray|G)



SUPAFLEX (€ RoHS UL94-V2

Polyamide T - Distributor

Technical Details

* Material : Folyamide & (PAG)

Protection Degree: [|FEE

Color: Black & Gray

-+ Temperature Range : Min-40°C max100°C
shert-terrml20°C

Flame Retardant : Ulesvw2
Self Extinguishing

Free of Halogen, Phosphur & Cadium
(RoHS)

g8z jmm) SEE jmm)

WaT-13A3E 1= =13 20 20 465 7 ) 20 25
WOIT-151505 158 - fri 4% 23 23 515 80 = . 23 . 25
WIT-ZV 3 2 Zen2 35 235 &E 335 %65 27 10
wigT-28/31 285 %32 37 235 652 955 %65 3% 10
WIQT-25/25/28 285 Z=ZBS 37 37 75 106 %65 34 0
WOT-34/35/35 355 355 - e 85 =] ZXES 43 . 5
WOT-34/28/28 . 345 - 2265 s 37 78 . ns . 265 . 42 . 5
WOT-32/42/52 425 Ix4D5 52 5= 54 =4 IxES 50 . 5
WIT-54/54/54 | 355 - 555 =25 = 105 . 148 . 2%6.5 . &1 . Z

¥ denotes the color. Black(B) Grey(G)



SUPDAFLEX

ADR3
Conduit Size

(€ RoHS UL94-V2

Polyamide Y - Distributor

g fmm)  gEz fm)

O {murm)

Technical Details

Material : Polyamide & [PAE)
Protection Degree: [|FEE
Color: Black & Gray

Temperature Range : Min-40°C max100°C
shert-terrml20°C

Flame Retardant: UL34Ww2

Self Extinguishing

Free of Halogen, Phosphur & Cadium
[RoHS)

i ) @F {mm)

wigv-131000
WoY-1313 s
WOYIS133
WQY-151505
WOY-211313
WOY-Z11505
WigY-28/21m
WY-35/258/28
WOY-52/34 35
WQY-54/52/42

% denotes the color. Black(B) Grey{G)

ADZLZ

ADZZ

ADRZES

AD3%5S5

ADE2 S

ADND

ADNZ

ADNEE

ADAS

ADZ1Z

AD3ISS

36 T 25
52 - 25
&3 T -
75 e s
42 . T 25
57 ZES 33 20
&0 2565 385 o
75 65 47 . 5
S0 w65 ] 5
106 265 62 5



SUDAFLEX (€ RoHS UL94-V2

Openable T Distributor

Technical Details

* Material : Folyamide & (PAG)

* Protection Degree: [FE8

* Color: Black & Gray

* Temperature Range : Min-40°C max100°C
shert-terrml20°C

- « Flame Retardant: UJL3£V2
* Self Extinguishing
* Free of Halogen, Phosphur & Cadium
[RoHS)

* Application: Used with PAS Conduiis
for Wire Harness

SVT-100M0 fletaivis ] 1o glx! glx! 100
SVTIEAEAE B33 = = = 100
SWTAZA0/13 1Z10*13 1= 0 1= 100
SVT-1EE0 13 370 5 = 10 100
SWT-153/1010 1EF0710 = 10 10 OO
SNT-13/36/13 EBEETS = 1585 = giule]
=WT1518N6 . 15.5"5.6M5.8 . 15.5 . 155 155 100
SVTIEN613 ot s 158 158 = 100
SVTIEMF010 15,8010 . 158 il il 100
WT-15/10/13 158707E 158 0 = 100
SVT-16/13/13 15.8*13"13 158 3 B 100
SWT-16{10/16 155710755 158 10 155 oo
VT30 15.8%13*10 158 1= = 100
svTsEhe 1585358 158 3 158 100
SVTASAENE 18.5"15 57155 185 185 185 100
SwT-Afan L 17 B 2 2 Nz b 100
SWT-2 2116 AT INSE 32 212 158 100
SWT-ZU021 . ZTIOLZ . 212 . 10 212 100
SWT-Z113/21 i B 4 ] Iz 3 22 OO
SNT-ZI5/13 A ZTSETS nz 155 = 100
vT-2hsi T NS B2 n:z 155 i 100

% denotes the color. Black(B) Grey(G)



SUPDAFLEX

(€ RoHS UL94-V2

SWT-21/10016

SVT25/16/21
SwT-28/25/25
EWT-34/34/32
SVT-34/21/21
SUT-Z&/Zze

SWT-szisnfaz

% denotes the color. Black(B) Grey(G)

2LZI0VISE

g e L
2 FsEM5a
255255255

25 5*25. 52

255"13"25.5

255 21.2%255
255733

255%15.8115.8

25515512
= e B
3525725
35545734 5
T T )
345245

SILOTGATTGES

MR B

1
L]

10
3

158

255
153

1=

13

158

13
3
158

e

255
212
2z

425

158

212

=

158

15.8
212
212
2

22

8

50

50

50

g

sa

S0

50

50



SUPAFLEX (€ RoHS UL94-V2

Openable Y Distributor

Technical Details

* Material : FPohyamide & {PAG)
* Protection Degres: |PGE
v Color: Black & Grey

» Temperature Range : Min-40°C max10Cc C
short-termi20°C
* Flame Retardant: ULS4& V2
» Self Extinguishing
* Free of Halogen, Phosphur & Cadium
[RoHS)

s Application: Used with PAS Conduits
for'Wire Harmess

Size
Part Code
T connecion:
SWv-10/1010 feiaivig il 1o glx! glx! 100
SVVAZ1ZAE B33 = = = 100
SWvAsioho =010 1= 0 0 100
SVY-161516 15571587156 158 158 =8 100
SWY-16/10,10 15570710 158 1 10 OO
SY-IEA0E 15805 158 [ 8 = 100
B T . 15.6*13"13 . 15.5 . = . = . 100
SW-15f1016 SE"I0"15.8 158 55 158 100
SWVAEENE . 15.8"12%15.8 . 158 3 15.8 100
SWYSTES 1587158713 158 158 = 100
=WY-181818 18.5"IB:5716S 185 185 185 100
syyasf1eho 18.5"18.5"10 185 a5 o oo
ST B Tra Frea i P Bragr 3 e nz iz 212 100
-y i el B 4 i e iz = 100
|W-Fmhe AT IN58 2 212 155 100
SVY-IIEAE FLENSE 2 = 158 100
SWY-F1EE i e 32 13 nz 100
SWY-ZY1613 . b L . 212 . 158 =3 100
SVY-Z1/16/21 F12ZM5.8%212 Iz 158 22 OO

¥ denotes the color. Black(B) Grey[G)



SUPBAFLEX

(€ RoHS UL94-V2

SWY-Z11343

SWY-TE 16

sw-21fisho
SV 350535
=vv25finfas
Svy-25/13f
swy-25/13/25
swy-25f16/21
Svy-25/16{25
s|nasfaif
Swv-28f38/28
S E 28/
SWY-28/28/16
SVY-Za/28/
SWY-2E/2116

SVV-34(28/28

¥ denotes the color. Black(B) Grey|{G)

i fr g s
TS5 BN5E
21715510
255255255

255M0*25.5

255"13"25.5

26.5*25.5"15.8
2857285712
28.5°21.2*15.8

35 5"IE 5285

= B[ 3 (0 h Rl D B R S R R

185

0
13

1=

212

255

1a

255

212

25,5

15.8

15.8

8

50

50

50

g



SUPAFLEX (€ RoHS UL94-V2

Polyamide Openable
Connector - Metric

Technical Details

* Material : Poivamide (PAG]
* Color: Elack

* Temperature Rangs: Min-30°C, max100%C,
chort-termm20°C

* Protection Degree: |PSOD

Self Extinguishing, Free of Halogen, Phosphur &
Cadium [RoHS)

+ Suitable for Double Slit SFPAT & SFPPT series

Fitiing Height Thread Length  Inner Widith wrench Siee

TL{mm} ifrmam)
WYTCIO-M16 MIEX1LS 10.0 27 =z 0 13 100
WYTCTE- 20 . MZ0RTS . 140 30 . = 1% . 24 . S0
WYTC20-M25 M25:1.5 200 35 % = 32 25
WYTEZS-MB2 MIFES i 45 5 26 40 25
5 43 15 k3 sz 25

WIYTCIT-MEO MALEES 370



SUPAFLEX (€ RoHS UL94-V2

Polyamide Openable
Connector - PG

Technical Details

* Material : Poivamide (PAG]
* Color: Elack

* Temperature Rangs: Min-30°C, max100%C,
chort-termm20°C

* Protection Degree: |PSOD

Self Extinguishing, Free of Halogen, Phosphur &
Cadium [RoHS)

+ Suitable for Double Slit SFPAT & SFPPT series

Fitiing Height Thread Length  Inner Widith wrench Siee

TL{mum} @ifmim)
WY TCIO-PGY PG3 10.0 27 1z o 13 100
WYTCIA- PGS . PCI3.5 . 150 30 . = 4% . 25 . 50
WYTC20-PG2T PG 200 s % 205 32 25
WHYTC23-PCIS . PCE3 . brated 55 . 15 30 . &0 . 25
45 15 28 52 25

WAYTCET-PCIS B35 370



SUDAFLEX (€ RoHS UL94-V2

Polyamide Openable Locknut -
Metric
Technical Details

* Material : Poivamide (PAG]
* Color: Elack

*» Temperature Range : Min-20°C, max100°C,
short-term120%C

» Self Extinguishing, Free of Halogen, Phosphur &
Cadium [RoHS)
» Suitable for connector WYTC

WHTH-MIG MI6X1.5 WY TCIO-P16 22 100
WhTH-MI0 . 2015 . WY TCIS-M20 - = . 00
WYTH-M25 2515 WYTC20-M25 32 50
WYTM-M3IZ . MIZXES WY TCZI-ME2 52 . 25

WYTH-MS0 MEOXLS WY TCIT-MEO 30 25



SUDAFLEX (€ RoHS UL94-V2

Polyamide Openable Locknut -
PG
Technical Details

* Material : Poivamide (PAG]
* Color: Elack

*» Temperature Range : Min-20°C, max100°C,
short-term120%C

* Self Extinguishing, Free of Halogen, Phosphur &
Cadium [RoHS)
* Suitable for connector WYTC

WY TH-PG3 PG3 WYTCIH-PGS 2 100

WY TN-PCIZS PGISS WYTCIE-PCISS 27 100

WYTH-PG2 PoZY WYTC2O-PGZE] 35 50
WYTC2S-PC2S .

WY TN-PG29 PC23 50 25

WNTCST-PG2



SUDAFLEX (€ RoHS UL94-V2

Polyamide Jumbo Connector

. Technical Details
E * Material : Polyamide (PAD)

» Color: Black & Crey

P B Sl . 2 =
o \:‘\ * Temperature Range : Min-40°C, rmax 1007C
* Protection Degree: [P54

* When using together with flat-sealing
FRP and sealing FRM, protection degree
can reach IP&&

+ Suitable for Jumbo conduit SFRPAJ

=

A L = o
TaTE T T
WOFPMET 72 6 20 =1 = =] 83 I35 S-ME <]
WCoFPMEB0x . f=7u ] giLrd 35 . &0 80 T00 - Sb.5 . A% . &-MG . 2
WCFPMIOGER 10E 150 26 75 108 13 255 50 5-ME 2

¥ denotes the Color = B (Black), G (Gray)



SUPAFLEX (€ RoHS UL94-V2

Polyamide Jumbo Curve
Connector

Technical Details

* Material : Poivamide (PAG]

* Color: Black & Crey

» Temperature Range : Min-£0°C, rmax 100°C
» Protection Degres: |F54

s When using together with flat-sealing FRP and

sezling FRM, protection degree can reach IPGE
* Suitable for Jumbo conduit SFRPAJ

1TSS -

WEFPMEDX

WOFPhT06R

% denotes the color. Black(B] Grey(G)



SUDAFLEX (€ RoHS UL94-V2

Flat Sealing for Jumbo
Connector

Technical Details

* Material : FRP.chloroprene rubber
FRM:modified rubber

» Temperature Range : Min-£0°C, max 100°C

* Properties: Protection against oll, water and
dust.
FRP FRM FRP is used for sealing

petween jumbo connecter and
fitting surface, while
FRM Iz usea for s2aling betwsen

tubing and jumbo Connector

&0 2% 5

3}
g
-

i 28 5

FRPIOE 101 ns I35 z




SUPAFLEX (€ RoHS UL94-V2

Conduit Cutter

Technical Details

* Light, easy to use

» Design for using the tools with one hand,
light weight,

* compact-sized, widely used in narrow space
using leverage,

» Easy to cut off the tubing with little strength &
big sized conduit

FL33 220 155 =355mm FP33

FL5D 250 £I5 238.5mMm FPS0



SUDAFLEX (€ RoHS UL94-V2

Polyamide Conduit Clips

Technical Details

« Material : Fohyamides & [BAG)
» Color: Black & Grey

» Temperature Range : Min-40°C maxl00°C
shori-term120%C

| Y * Flame Retardant:  LUL24WV2Z
."'4‘ » * Self Extinguishing
* Free of Halogen, Phosphur & Cadium

= . [RoHS)
A - 5
Part Code Conduit Size A fmm) B (mm} Packing Lnit
TE-10% ADN0.0 it v 265 10
THE-133 ADIZD 2280 263 150
TE-1Ex ADIS B 2650 298 100
TE-1GX ADIBES 2650 3T S0
TH-Z2Ex ADILZ . 3020 355 50
THE-ZEx Amﬂ.ﬁ 130 L37 S0
THE-Z35x ADZLS SB.70 se 50
TH-S2% aDSF 5 e300 B2 20
TE-54x ADSL S 79.00 77 20

X denotes the Color =S (Black), G (Grey)



SUPDAFLEX

FLE-10m

FLICGR
FLIEx
FLIKEx
FLI-21x
FLK-Z8%
FLIC-T 42
FLM-S2x

FLE-545x

¥ denotes the color. Black(B) Grey[G)

ADT0.0

ADTSO

ADISE

ADRZ

ADIES

ADSLS

ADS%5

LG

nr

5

ng

1

<

RoHS UL94-V2

Polyamide Conduit Clamps

Technical Details

Material :
Color :

Temperature Range :

Flame Retardant:

Performance:

30

20

I8

43

15

16

B3

18

Polyamids (PASG)

Black & Gray

Min-30%C, max100%C
shori-term120°%C
VZ2[UL94)
Self-extinguishing, free of
halogen, phosphor and
cadmium RoHS

b5 g lale]
M5 100
M5 100
M5 50
B 50
ME 30
ME 50
Me 20
& 20



SUPAFLEX (€ RoHS UL94-V2

Metal Conduit Clamps

Technical Details

* Material : Galvanized steel and silicone
rubber

+ Temperature Rangs: Min-40%C, max200°C

» Applications: It Is applied toTixthe tubing

and its elastic material has
excellent ageing-resistant
property

SKM-10 ADIO0 [ E 100
SKM-13 ADIZ0 s 5 100
SKM-16 ADISE HS 9 00
S-S ADIBS . S 5 100
SRM-ZT ADZIZ s 3 100
SKM-2YE ADZLZ 5 13 100
SHKM-25 ADZSS ] 13 50
SKM-28 ADZ35 M5 13 S0
SRM-3] AD3LS . MS: = 50
SEIM-S1/MG ADILS . MG = S0
SKM-35 ADZ4S5 MG = 50
SHM-4Z AD%2S ME 13 20
SHM-545 - ADS%5 . MG . 13 20

:
:
5
d
g

ul
n
m



SUPAFLEX (€ RoHS UL94-V2

Rubber End Caps

Technical Details

v Material : TPE
» Color: Biack & Grey
H » Temperature Range : Min-40°C,
maxi20°C,
- F =l short-termisC®c
* Protection Degres: PGS
' * Properties: Lized forsealing and
protection of cables at

conduit ends

WOE-10x ADHO 2~5 265 23 100
WOE-TIX ADIZ.0 310 28 =1 jielu]
WQE-18x ADISSE H~12 35 365 jiele]
WOE-TBx . ADIBS . F=13 355 375 50
WOE-Z1x ADZLZ &6~15.5 36 375 50
WIQE-28x ADRES 5~23 385 03 50
WQE-T5X ADZTLS F~23 52 G52 50
WOE-S2x ADS2S =37 435 . 56 20
WOE-S5% ADSSS 10~-57 50 52 20

¥ denotes the Color = B (Black), G [{Grey)



SUPBAFLEX

C€ RoHS

ULS4-V2

Polyamide End Caps

Technical Details

Material @
Color:

Temperature Range:

Protection Degree:
Flame Retardant:
FProperties:

Fohyamides (PASG)
Biack & Grey
Mir-40°C max120°C
short-term150°C
===

VZ2(ULS4)

Used for protection
of cables at conduit
enas

WiQAIDR

WA TS

WATEY

WGA-ZTH
WgA-ZER
WQA-F4x
WQA-42:
WIOA-Sax
WOA-E7x

* denotes the Color = B (Black), G {Gray)

I

35

S0

20

T2



